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 MAKE IT BECKER.



2 I BCP 100

Type 1
with integrated filter

Type 2
without filter
for external filtration
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A > 100mm
A > 4"A

max. 90%

%
Avoid condensation

> 0°C/32°F
< 40°C/104°F

> 0°C/32°F
< 40°C/104°F

>1000m

≤1000m

Please consult

INLET 
AIR

AIR

137-178 kg

motor dependent

303-391 lbs

MIN 2m

D-42279 Wuppertal
www.becker-international.com
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DIN EN ISO 11203
Accuracy Class 2
K

pA
 = 3 dB(A)

�1m
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BCP 100 I 3

ON (I) 

MAX 10/h 1 2

OFF (0) 

Softstart

U

t

0

R
E

C
O

M
M

E
N

D
A

T
IO

N

A

B
1) motor protection switch

L1 L2 L3

I > I > I >

U1 V1 W1

M
3

1)

≥ 5.5 kWADDITIONAL M
3

PTC

M
3

ST
A
N
D
A
R
D

L1 L2 L3

U1 V1 W1

M
3

GENERAL

u

11 12

Electrical connectionElectrical connectionElectrical connection
Mat.Nr. XXXXXX ENXXXX
3   Mot. XXXXXXXX

NoUD XXXXXX XX

XX kg

50 Hz           XXKW
XXX-XXX / XXX-XXX V      /Y

XX-XX / XX-XX A

XXXX-XXXX /min

cos    0.XX-0,XX

60 Hz          XXKW
XXX-XXX / XXX-XXX V      /Y

XX-XX / XX-XX A

XXXX-XXXX /min

cos    0.XX-0,XXi +

SUCTION 
AIR

 
>100°C
>212°F

AIR
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BCP 100 I 4

Oil

< MIN

►
Becker Lube

G 150

check regulary

MAX

MIN

4x/year

OFFOFF
O

MaintenanceMaintenanceMaintenance

PRESSURE

+p
2 10[m]0

2“ + 1x1½“

OIL

Ambient temp.

Operating hours
20.000h5.000h

20°C

40°C20.000
operating hours

every 

3 years
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5 I BCP 100

Oil

0.75 Liter
MAX

BECKER LUBE G 150
1.0 Liter → No.: 96003600101
5.0 Liter → No.: 96003600201
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WWW.BECKER-INTERNATIONAL-SHOP.COM

EN149 - FFP3
42 CFR 84 - N100

40 - 200 h
AMBIENT

AIR

200h40h

� free suction?

19

Gebr. Becker GmbH
Hölker Feld 29-31
42279 WUPPERTAL
GERMANY
info@becker-international.com
www.becker-international.com

MIN 
1x/a

INTAKE 

AIR40 - 200 h

200h40h

3 4

MIN 
1x/a

INTAKE 

AIR40 - 200 h

200h40h

1x No.: 51850065200 (PAPER)
1x No.: 51850165200 (POLYESTER)

F1

F1

20 21
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MAKE IT BECKER.

www.becker-international.com


